SEAT — SEAT HEATER CONTROL 


SEAT HEATER CONTROL 
COMPONENTS 


SE-173 


FRONT SEAT HEADREST ASSEMBLY 


FRONT SEAT ASSEMBLY 


FRONT SEAT INNER 
TRACK BRACKET COVER 


S 
FRONT SEAT OUTER 
BELT ASSEMBLY 
FRONT SEAT OUTER 
TRACK BRACKET COVER 


SEAT HEATER CONTROL 


N*m (kgf*cm, ft.*Ibf) |: Specified torque 


FRONT SEAT REAR INNER 
TRACK BRACKET COVER 


FRONT SEAT REAR OUTER 
TRACK BRACKET COVER 


42 (428, 31) 


SEAT BELT ANCHOR COVER CAP 


B145404E01 


SE-174 


SEAT — SEAT HEATER CONTROL 


REMOVAL 


LEO | 


SI 


B 

| |P— 
— 

B145366E01 


1. 


REMOVE SEAT BELT ANCHOR COVER CAP (See 
page SB-22) 


DISCONNECT FRONT SEAT OUTER BELT 
ASSEMBLY (See page SB-22) 


REMOVE FRONT SEAT HEADREST ASSEMBLY 


REMOVE FRONT SEAT OUTER TRACK BRACKET 
COVER (See page SE-83) 


REMOVE FRONT SEAT INNER TRACK BRACKET 
COVER (See page SE-83) 


REMOVE FRONT SEAT REAR OUTER TRACK 
BRACKET COVER (See page SE-83) 


REMOVE FRONT SEAT REAR INNER TRACK 
BRACKET COVER (See page SE-83) 


REMOVE FRONT SEAT ASSEMBLY (See page SE-83) 


REMOVE SEAT HEATER CONTROL 

(a) Disconnect the 2 connectors. 

(b) Disconnect the clamp and claw, and remove the 
seat heater control sub-assembly. 


